WARRANTY AND
EXTENDED COVERAGE

Your new Volvo Penta engine and transmission comes
with a standard warranty. With the Extended Coverage
you can prolong the period of full protection.

VOLVO PENTA INTERNATIONAL LIMITED WARRANTY
In the first 2 years, or the applicable number of
running hours, our engine and transmission

warranty commitment covers the complete

engine package. In the following 3 years, it

covers major components.

EXTENDED COVERAGE for the complete Volvo Penta
engine package is a complement to our International
Limited Warranty. By offering repair or re-

placement of defective parts also for the

years 3-b, it will keep you fully protected

even after the standard warranty has ex-

pired. The Extended Coverage must be pur-

chased in conjunction with warranty registration.

ENGINE COVERAGE DURATION*
(INCL. TRANSMISSION) (WARRANTY + EXTENDED COVERAGE)
MONTHS HOURS
Gasoline engines (V6 + V8) 60 480
Diesel engines (D1 - D6) 60 1000
Diesel engines (D9 - D13) 60 2000

*Hours limitation according to Extended Coverage terms. Whichever occurs first.

REPOWER FOR A
NEW BOAT LIFE

Give your boat a new life by repowering with a new en-
gine! Experience the advantages of reduced fuel con-
sumption, more quiet operation, increased performance
and charging capacity - and higher resale value.

Volvo Penta’'s complete repowering kits makes replac-
ing an engine easier — often it's even possible to keep
the existing drive. Contact your nearest Volvo Penta
dealer to find out what applies to your drive package.

EASY BOATING

Volvo Penta continues to make your boating easy and
intuitive. Because easy means safe and fun driving.
The popular joystick, that makes docking a sheer

pleasure, is a perfect example of this.

VOLVO
PENTA

www.volvopenta.com

47706120

MORE PERFORMANCE,
LESS EMISSIONS

The Volvo Penta 12-900 hp engine range for leisure
boats includes state-of-the-art propulsion systems
with engines, drives and accessories - all perfectly
matched. For you, this means superior performance,
high reliability and low emissions.

Volvo Penta IPS:
IPS350-1PS1200

Diesel inboard:
12-900 hp

Diesel Aquamatic
sterndrive: 140-400 hp

Saildrive:
12-75 hp
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Gasoline Aquamatic E a ’
sterndrive: 200-430hp



DIESEL INBOARD VOLVO PENTA IPS

MODEL ENGINE ~ PROPSHAFT ~ CRANKSHAFT ~ RATED NO.OF DISPLACEMENT WEIGHT® LENGTH ' WIDTH" HEIGHT D EMISSION
ENGINE TRANSMISSION PROPSHAFT CRANKSHAFT RATED ~ NO.OF  DISPLACEMENT WEIGHT®  LENGTH" WIDTH" HEIGHT ) EMISSION KW/HP KW/HP RPM_ CYL. LITERS/IN® KG/LBS MM/IN MM/IN MM/IN CERTIFICATES
KW/HP KW/HP RPM cyYL LITERS/IN® KG/LBS MM/IN MM/IN MM/IN CERTIFICATES IPS350 D4 182/248 191/260 3500 4 3.7/224 780/1720 1978/779 760/29.9 780/30.7 2456S
D1-13 MS15L/A 86/11.8 9.0/12.2 3200 2 05/31.1 111/245  662/26.12  483/190 517/204 2467 IPS400 D4 212/289 221/300 36500 4 3.7/224 780/1720 1978/779 760/29.9 780/30.7 2458
D1-13 1308 86/11.8 9.0/12.2 3200 9 0.5/31.1 126/278 735/289 483/20.0 517/20.4 2467 IPS450 D6 230/314 243/330 3500 6 5.6/336 863/1903 2214/87.2 760/29.9 780/30.7 2458
D1-20 MS15L/A 13/18 14/19 3200 3 0.8/465 132/291 692/27.32 470/185 535/21.1 2467 IPS500 D6 259/352 272/370 3500 6 5.6/336 887/1955 2214/87.2 760/29.9 780/30.7 2458
D1-20 130S 13/18 14/19 3200 3 0.8/46.5 158/348 765/30.0 470/185 535/21.1 2467 IPS600 D6 307/418 320/435 3500 6 5.5/336 901/1986 2231/87.8 760/29.9 780/30.7 2458
D1-30 MS15L/A 20/27 21/928 3200 3 1.1/689 140/309 728/28.62 482/19.0 560/22.1 2467 IPS800 D11 435/591 460/626 2400 6 10.8/661 1800/3968 3060/120.0 966/38.0 1029/40.5 2458
D1-30 1308 20/27 21/28 3200 3 1.1/689 168/348  802/316 482/190  560/22.1 2467 IPS950 D11 504/685 533/725 2500 6 10.8/661 1800/3968  3060/1200  966/38.0 1029/40.5 2458
D2-40 MS15L/A 28/38 29/40 3200 4 15/92.1 177/390  811/3192  482/190  574/226 2467 IPS1050 D13 564/763 588/800 2300 6 12.8/780 2300/5060  3153/124.1 1124/443 1053/415 2458
D2-40 130S 28/38 29/40 3200 4 1.5/92.1 189/417 886/34.9 482/19.0 574/22.6 2467 IPS1200 D13 624/848 662/900 2300 6 12.8/780 2300/5060 3153/124.1 1124/44.3 1053/41.5 2458
D2-55 MS25L/A 39/53 41/55 3000 4 22/134.2 243/536  890/3402  520/205  687/27.1 2467
D2-55 HS25A 39/53 41/55 3000 4 2.2/134.2 249/549 916/36.12  520/205  687/27.1 2467 DIESEL AQUAMATIC STERNDRIVE
D2-65 1805 99/53 41755 8000 4 2:2/134.2 258/558  930/366 5207206 687/21.1 2467 ENGINE DRIVE ~ PROPSHAFT ~ CRANKSHAFT ~ RATED NO.OF DISPLACEMENT WEIGHT® LENGTH ' WIDTH " HEIGHT " EMISSION
D2-75 MS25L/A 53/72 55/75 3000 4 292/1342 258/569  890/3402  520/205  687/27.1 2467 KW/HP KW/HP RPM  CYL  LITERS/ING KG/LBS MM/IN MM/IN MM/IN CERTIFICATES
D2-75 HS25A 53/72 55/75 3000 4 2.2/1342 264/582  916/36.17  520/205  687/27.1 2467 D3-140 SX 98/133 103/140 4000 5 2.4/146 3658/789 853/33.6 710/280 750/29.5 24567S
D2-75 1508 53/72 55/75 3000 4 22/134.2 264/582 930/36.6 520/205  687/27.1 2467 D3-140 DPS 98/133 108/140 4000 5 24/146 363/800 853/336 710/280 750/29.5 24567S
D3-110 HS25AE 78/107 81/110 3000 5 2.4/146 297/655 1027/404?  710/280 750/29.5 24567 D3-170 SX 119/162 195/170 4000 5 24/146 358/789 853/33.6 710/28.0 750/29.5 24567"S
D3-110 HS45AE 78/107 81/110 3000 5 2.4/146 301/664 992/39.12 710/28.0 750/29.5 24567 D3-170 DPS 119/162 195/170 4000 5 24/146 363/800 853/33.6 710/28.0 750/29.5 24567*S
D3-110 HSE3IVE 78/107 81/110 3000 5 24/146 336/739 109174302  710/280 750/29.5 24567 D3-200 DPS 140/190 147/200 4000 5 24/146 363/800 853/33.6 710/28.0 750/29.5 2456S
D3-150 HS45AE 106/144 110/150 3000 5 24/146 301/664 992/39.12) 710/28.0 750/29.5 24567 D3-220 DPS 154/209 162/220 4000 5 24/146 363/800 853/33.6 710/28.0 750/29.5 2456S
D3-150 HS63IVE 106/144 1107150 3000 5 2.4/146 335/739 1091/4302  710/28.0 750/29.5 24567 D4-295 DPH 158/215 165/225 3500 4 3.7/9224 644/1420 9392/36.7 760/29.9 780/30.7 24567"S
D3-170 HS45AE 121/165 125/170 4000 5 24/146 301/664 992/39.12 710/28.0 750/29.5 24567 D4-260 DPH 184/250 191/260 3500 4 3.7/224 660/1455 932/36.7 760/29.9 780/30.7 2456S
D3-170 HS63IVE 121/165 125/170 4000 5 2.4/146 335/739 1091/4302  710/28.0 750/29.5 24567 D4-300 DPH 214/991 291/300 3500 4 3.7/224 663/1462 932/36.7 760/29.9 780/30.7 2458
D3-200 HS45AE 143/194 147/200 4000 5) 2.4/146 301/664 992/39.12 710/28.0 750/29.5 2456 D6-330 DPH 233/317 243/330 3500 6 55/336 750/1653 1168/46.0 760/29.9 780/30.7 2458
D3-200 HSE3IVE 143/194 147/200 4000 5 2.4/146 336/739 1091/430?  710/280 750/29.5 2456 D6-370 DPH 261/355 279/370 3500 6 55/336 770/1698 1168/46.0 760/29.9 780/30.7 2458
D3-220 HS45AE 167/213 162/220 4000 5 247146 301/664  992/39.12  710/280  750/295 2456 D6-400 DPH 281/382 294/400 3600 6 5.6/336 785/1731 1298/615 794/31.2 780/30.7 2455
D3-220 HSB3IVE 167/213 162/220 4000 5 24/146 336/739 109174302  710/280  750/295 2456
D4-180 HS45AE 128/174 132/180 2800 4 3.7/224 546/1204  1041/4102 760/299  780/30.7 2456
D4-180 HS63LE 128/174 132/180 2800 4 3.7/224 564/1243  1086/4282  760/299  780/307 2456 GASOLINE AQUAMATIC STERNDRIVE
D4-180 HS63IVE 198/174 132/180 2800 4 3.7/224 580/1279 1139/44.82 760/29.9 780/30.7 2456 ENGINE DRIVE CRANKSHAFT  MAX NO. OF DISPLACEMENT COMPRESSION WEIGHT® LENGTH 4 WIDTH D HEIGHT " EMISSION
D4-225  HS4BAE 160/218 166/226 3500 4 3.7/224 546/1204  1041/4107  760/299  780/307  24567" . Kw/HP REM_ CYL  LTERS/ING _ RATIO KE/LES W/IN W/IN MIM/IN CERTIFICATES
D4-225  HSG3AE 160/218 165/225 3500 4 3.7/224 568/1230  1078/424% 760/299  780/307  24567" V6-200 SX 149/200 4800 V6 4.3/262 941 416/914 826/325 758/298 759/300 343
D4-225  HSG3IVE 160/218 165/225 3500 4 3.7/224 580/1279  1139/4482  760/209  780/307 24567 G2200) DFS (48/200 SO0 VE AS/2e) O] A8/ S/ Ve UES/500 BRI
D4-260  HSG3AE 186/253 191/260 3500 4 3.7/224 558/1230  1078/424? 760/299  780/307 2456 V6-225° SX 168/225 4800 V6 48/262 941 415/914 825/325 768/298 759/300 84S
D4-260  HSB3IVE 186/253 191/260 3500 4 3.7/224 504/1310  1139/4482  760/209  780/307 2456 a2l DFS et/ 2203 E O /P 6 2l oD /523 i/ 20 /S0 S
D4-300  HSB3AE 212/288 221/300 3500 4 3.7/224 550/1232  1078/4242  760/209  780/307 245 V6-225-E X 168/225 4800 V6 - 45/962 9.4:1 415/914 825/325 768/298 769/300 845
D4-300  HSB3IVE 212/288 221/300 3500 4 3.7/224 505/1312  1139/448?  760/209  780/307 245 Ueraiez RS EE/220 A0 Ve /206 9] Gillciep DIE/E2E BE23 7E/S00 J43
D4-300  HSSOAE 212/288 921/300 3500 4 3.7/224 580/1279  1104/4352 760/209  780/307 245 Va1 SX 2017270 5000 ve  50/305 941 452/997 936/36.8 718/282 807/31.7 45
D6-330  HS63AE 237/322 243/330 3500 6 5.5/336 656/1446  1314/5172  760/299  780/307 245 REL2/0% RS 201/270 SO0 VS Q0/Ee sl a5 4100 SEI/EE Vil 22 S0 it
D6-330  HSG3IVE 237/322 243/330 3500 6 55/336 674/1486  1375/5412  760/299  780/307 245 V8-270-£ SX 201/270 5000 v8  50/305 941 452/997 956/36.8 718/282 807/31.7 45
D6-330  HSB0AE 237/322 243/330 3500 6 55/336 677/1493  1340/52.7?  760/299  780/307 245 VIO oIS /20 SO0 ME G/ 9] A/ 1001 Sele/alate T2 o/ i
D6-330  HSBOIVE 237/322 243/330 3500 6 5.5/336 72171500  1424/5619 760/299  780/307 245 V8-300 X 224/300 5000~ v8  57/350 9.4:1 483/1065 936/368 718/282 807/31.7 45
D6-370  HSB0AE 267/363 272/370 3500 6 5.5/336 677/1493  1340/527?  760/299  780/307 245 Yerslod PSS 22 /00 SO0 S8 7/8350 9] A/ SHE/EEE Tile/2e OS] 5
D6-370  HSSOIVE 267/363 272/370 3500 6 55/336 721/1500  1424/5612  760/299  780/307 245 VE-800- SX 2247300 5000 v8  57/350 941 483/1065 936/36.8 718/282 807/81.7 45
D6-435  HSBOAE 3107422 3207435 3500 6 55/336 695/1532  1357/5342  760/209  780/307 245 V0= RS 22 /00 SO0 WS 87/ sl LEDAIS SEI/EE Tile/2E2 /ST it
D6-435  HS8BAE 3107422 320/435 3500 6 55/336 699/1541  1357/5342  760/209  780/307 245 V8320 SX 289/320 5200 v8  57/350 9.4:1 483/1065 936/368 718/282 807/31.7 45
D6-435  HSBOIVE 3107422 320/435 3500 6 55/336 732/1614  1444/5687 760/299  780/307 245 VS0 EEON 70 00 M /S0 93] A0 Sielo/aiate T2 o/ L
D6-435  HS85IVE 3107422 320/435 3500 6 55/336 735/1620  1444/5682 760/299  780/307 245 V8-320-E X 259/320 5200 v8  57/350 9.4:1 483/1065 936/368 718/282 807/31.7 45
D6-435 W - - 300/435 2500 6 55/356 584/1087  1444/5687  760/299  780/307 945 V8-320-E DPS 239/320 5200 V8 5.7/350 9.4:1 485/1070 936/36.8 718/282 807/31.7 4s
D9-500 - 357/485 368/500 2600 6 9.4/571 1076/2370 1310/5169  885/349  970/382 145 ENGINES WITH CATALYTIC CONVERTER
Doe75 - - 4107558 428/875 2500 6 947571 1075/2370 1310/5167  885/349  970/382 145 Ve-225C X 168/205 4800 V8  57/350 9.4:1 415/914 825/325 758/298 759/300 346785
D11-626 - 446/607 460/625 2400 6 10.8/661 1145/2524 1310/56169 940/370  1029/405 245 V8-205-C DPS 168/295 4800 V8 5.7/350 0.4:1 419/999 895/395 758/29.8 750/300 34678S
D11-670 - 478/650 493/670 2450 6 10.8/661 1145/2524 1310/51.69  940/370  1029/405 245 V8-295-CE  SX 168/295 4800 V8 5.7/350 0441 415/914 895/395 758/20.8 759/300 346788
D11-726 - 517/703 533/725 2500 6 10.8/661 1145/2524 1310/51.69 940/370  1029/405 245 V8-295-CE  DPS 168/295 4800 V8 5.7/350 9.4:1 419/999 895/395 758/90.8 750/30.0 34678S
D13-800 - 562/765 588/800 2300 6 12:8/780 1450/3197 1420/5599  1028/405 1038/408 245 V8-270-C sx 201/270 5000 V8 5.0/305 0.4:1 451/994 936/368 796/986 817/39.1 34685
D13-900 - 636/864 662/900 2300 6 12:8/780 1560/3439 1420/5599  1089/429 1038/408 245 V8-270-C DPS 201/970 5000 V8 5.0/305 0411 453/1000 036/368 796/986 817/39.1 34685
Power according to ISO 8665. Merchant fuel may influence engine power output and fuel consumption. For specific information on a certain engine model, ask your dealer for a Product Bulletin or go to V8-270-CE SX 201/270 5000 V8 5.0/305 9.4:1 4517994 936/36.8 726/286 817/321 3468S
volvopenta.com. Not all models, standard equipment and accessories are available in all markets. Every effort has been made to ensure that facts and figures are correct at the time of publication. Volvo V8-270-CE DPS 201/270 5000 V8 5.0/3056 9.4:1 453/1000 936/36.8 726/28.6 817/32.1 3468S
Penta reserves the right to make changes without prior notice. Products shown may differ from production models. V8-300-C SX 224/300 5000 \% 5.7/350 9.4:1 482/1062 936/36.8 726/28.6 817/32.1 3468S
v8-300-C DPS 224/300 5000 V8 5.7/350 9.4:1 485/1070 936/36.8 726/286 817/32.1 3468S
V8-300-CE  SX 224/300 5000 V8 5.7/350 9.4:1 482/1062 936/36.8 726/286 817/32.1 3468S
EMISSION REGULATION COMPLIANCE EASY BOATING OPTIONS V8-300-CE  DPS  224/300 5000 V8  57/350 9.4:1 485/1070 936/368 726/286 817/32.1 34685
) ) V8-320-C SX 239/320 5200 V8 5.7/350 9.4:1 482/1062 936/36.8 726/28.6 817/32.1 3488
The Volvo Penta diesel engines - from D1 to D6 and D11 VOLV?PEENTA Q%%ﬁ“é’é?v% e V8-320-C DPS 239/320 5200 V8  5.7/350 9.4:1 486/1070 936/36.8 726/286 817/32.1 3485
to D13 - complies with the most stringent environmental Joystick Docking o on _ V8-320-CE  SX 239/320 5200 V8 5.7/350 9.4:1 482/1062 936/36.8 718/2856 807/32.7 3488
. . T =y o E B V8-320-CE  DPS 239/320 5200 V8 5.7/350 9.4:1 485/1070 936/36.8 726/286 817/32.1 348s
demands: the US EPA Tier 3. This regulation is significantly g"ysmk E;”V‘:_g - N V8-850-CE  DPS  261/360 6000 V8  60/364 96:1 488/1076 973/383 8307327 815/32.1 34685
. . ynamic Positioning System - - Vv8-380-C DPS 283/380 6000 V8 6.0/364 96:1 488/1076 973/383 830/32.7 816/32.1 3488
more stringent than the European RCD regulation. Sportfish Mode o = = V8-380-CE  DPS  283/380 6000 V8  60/364 96:1 488/1076  973/383 830/32.7 815/32.1 3485
Autopilot o on _ V8-430-CE  DPS 321/430 6000 V8 6.0/364 96:1 488/1076 973/383 830/32.7 816/32.1 348S
All our gasoline engines comply with the European RCD 'Fftemetp“” ASYS‘Tmt © 2 © NOTES EXHAUST EMISSION CERTIFICATES ~ SOUND EMISSION CERTIFICATES
. . . owertrim Assistan - - D Not for installation purposes. * Only available in selected markets. 1 US/EPA Tier 2 (diesel engines S All Volvo Penta IPS and Aquamatic
regulatlon. Models with catalytlc converters also Comply Tow Mode for water sport - 0?2 - 2 Distance between ffon?end of engine " Locya\ adaptation possible. 2 US/EPA Tier 3 Ed\esel engmes; models are sound em\ssio?] type
. . . and gearbox output flange. (D4-225: Certified crankshaft rating 3 US/EPA (gasoline engines approved according to EU Recreational
with CARB 4 Star Super Ultra Low Emission and US EPA. Glass Cockpit System o o o Y D‘Stfnce betweepn mmind S engine LTI 200 Plome contoes 3 (EU(gRecreationa?Crazt e C?apﬂ o secord ch) R
Trip computer O o o and flywheel housing. Volvo Penta Central Europe GmbH, 5 IMO (diesel engines over 130kW ) exhaust system.
Cruise control 0 o o 4 Distance between front end of engine Lyss, Switzerland for further 6 BSO (single installation)
Sl Ml o o o anq \nsid§ trgnsom. ) information. 7 BSO (twin installation)
9 Weight with listed transmission. 8 CARB 4 Star (gasoline engines)
Low-speed Mode O - o9

D Requires factory-installed electronic steering ? Single installations ® D4-D13



